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AGENCY TYPE OF PROTECTION  Ambient 
Temperature  

Product 
Applicability 

ATEX 

Intrinsically Safe: 

II 1 G Ex ia IIC T4 Ga 

II 3 G Ex ic IIC T4 Gc 

See tables below 

Pressure 

Flameproof / Dust Proof: 

II 2[1] G Ex d [ia] IIC T6...T4 Gb [Ga] 

II 2[1] D Ex tb [ia] IIIC T95C...T125C Db [Da] 

See tables below 

Pressure 

Nonincendive: 

II 3[1] G Ex ec [ia] IIC T6...T4 Gc [Ga] 
See tables below 

Pressure 

Enclosure: IP66/ IP67 

Standards Used: 

EN 60079-0 : 2012 + A1 

EN 60079-26 : 2006 

EN 60529 : 2001 + A1 

 

EN 60079-1 : 2014 

EN 60079-7 : 2015 

 

EN 60079-11 : 2012 

EN 60079-31 : 2009 

 

 
AGENCY TYPE OF PROTECTION  Ambient 

Temperature  
Product 
Applicability* 

IECEx 

Intrinsically Safe: 

Ex ia IIC T4 Ga 

Ex ic IIC T4 Gc 

See tables below 

Pressure 

Flameproof / Dust Proof: 

Ex db [ia] IIC T6...T4 Gb[Ga] 

Ex tb [ia] IIIC Db[Da] T95C...T125C 

See tables below 

Pressure 

Nonincendive: 

Ex ec [ia] IIC T6..T4 
See tables below 

Pressure 

Enclosure: IP66 /IP67 

Standards Used: 

IEC 60079-0 : 2011 

IEC 60079-26 : 2006 

IEC 60529 : 2009 cor.3 

 

IEC 60079-1 : 2014 

IEC 60079- : 2015 

 

IEC 60079-11 : 2011 

IEC 60079-31 : 2008 

 

 
For Intrinsic Safety Installations: 
The applicable temperature class, ambient temperature (Ta) and process temperature (Tp) range of the 
equipment when installed with type protection “Ex ia” is as follows: 

Protection Type Temperature Class 

T4 

Ex ia Ta = -40 to 80°C 
Tp = -40 to 125°C 

Ex ic Ta = -40 to 85°C 
Tp = -40 to 125°C 

 
For Flameproof, Dustproof, Increased Safety, and Nonincendive Installations: 
The applicable temperature class, ambient temperature (Ta) and process temperature (Tp) range of the 
equipment when installed with type protection “Ex db”, “Ex ec”, “Ex nA” is as follows: 

Protection Type Temperature Class 

T4 T5 T6 

Ex db 
Ex ec 
Ex nA 

Ta = -40 to 85°C 
Tp = -40 to 125°C 

Ta = -40 to 85°C 
Tp = -40 to 95°C 

Ta = -40 to 75°C 
Tp = -40 to 80°C 

The applicable temperature class, ambient temperature (Ta) and process temperature (Tp) range of the 
equipment when installed with type protection “Ex tb” is as follows: 

Protection Type Temperature Class 

T125C T95C 

Ex tb Ta = -40 to 85°C 
Tp = -40 to 125°C 

Ta = -40 to 85°C 
Tp = -40 to 95°C 

 



SmartLine Wireless Transmitter 15 

 
 

 

Transmitter Options  
(indicated selection code is shown) 

 

ISA100 Wireless Release Selections (A or B)  

OneWireless R2xx represents the previous releases whereas R3xx is the current release. A OneWireless system with R3xx 

firmware can host R2xx and R3xx devices. Please select the option to match the targeted OneWireless system. 

 

Remote Antenna and Cables (M or D) 

The user can select one of the optional remote antennas listed.  The selection of the antenna option automatically includes 

the remote antenna adapter. 

To complete the option selection, one of the remote antenna cables (1, 2, or 3) must also be selected.  

 

Lightning (Surge) Diverter and Cables (1, 2, or 3) 

The lightning surge diverter options includes the surge diverter and cable.  The diverter features Type N connections 

(female) on both ends. The remote antenna adapter is not included. 

 

Remote Antenna Adapter (A) 

This option provides an adapter to be inserted into the opening where the integral antenna normally connects. The adapter is 

designed to connect to a remote antenna that the user supplies. It features a female, Type N connection. 

 

Standard Diagnostics plus Anti-Alias Filter  (3) 

This option enables the Anti-Alias filter option which attenuates the higher frequencies and helps to prevent aliasing 

components from being sampled. 

 

 

Destination Country (CA, EU, or US) 

This selection sets the transmission power at the factory to comply with the installation country location. 

 

Custom Configuration (C) 

Customer specified configuration parameters are programmed into the transmitter at the factory. Configuration information 

needs to be communicated to Honeywell Order Management at time of order entry.  

Additionally, the Honeywell OneWireless user interface is accessible through any browser and thus all configurable 

parameters are visible and can be edited. 

 

Custom Calibration (B) 

Custom calibration would input customer specified LRV and URV values, and check linearity. LRV and URV information 

needs to be communicated to Honeywell Order Management at time of order entry. 

 

Mounting Brackets (1, 3, 5, or 7) 

The angle mounting bracket is available in either zinc-plated carbon steel or 316 stainless steel. These are suitable for 

horizontal or vertical mounting on a two-inch (50 millimeter) pipe, as well as wall mounting.   

An additional flat mounting bracket is also available in carbon steel and 316 stainless steel for two-inch (50 millimeter) pipe 

mounting. 

 

Tagging (Option 1 or 2) 

The choice of 1 or 2 stainless steel wired-on tags is available. Each tag can accommodate additional data of up to 4 lines of 

28 characters. The number of characters includes spaces.  

Note that the standard nameplate on the meter body contains the serial number and body-related data.  
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Model Selection Guide 

Model Selection Guides are subject to change and are inserted into the specifications as guidance only.  

 

 

 

 

 

  

Model STDW800

Wireless Differential Pressure Transmitter

Model Selection Guide:

34-SW-16-32 Issue 1

KEY NUMBER URL LRL Max Span Min Span Units Selection

10 (25.0) -10 (-25.0) 10 (25) 0.1 (0.25) " H2O (mbar) STDW810

400/(1000) -400/(-1000) 400/(1000) 1.0 (2.5) " H2O (mbar) STDW820

100 (7.0) -100 (-7.0) 100 (7.0) 1 (0.07) psi (bar) STDW830

3000 (210) -100 (-7.0) 3000 (210) 30 (2.1) psi (bar) STDW870

TABLE I

E _ _ _ _ _ _ * * * *

F _ _ _ _ _ _ * * *

Silicone Oil 200 _ 1 _ _ _ _ _ * * * *

Fluorinated Oil CTFE _ 2 _ _ _ _ _ * * *

NEOBEE® M-20 _ 4 _ _ _ _ _ * * * *

None None (1/4" NPTF female thread Std) _ _ A _ _ _ _ * * * *

1/2" NPT female Materials to Match Head  &  Head Bolt Materials Selections
1

_ _ H _ _ _ _ * * * *

Carbon Steel _ _ _ C _ _ _ * * * *

316 SS _ _ _ S _ _ _ * * * *

Grade 660 (NACE A286) Bolts & Nuts _ _ _ K _ _ _ p p p p

Head Type Vent Type Location

Single Ended None None None _ _ _ _ 1 _ _ * * * *

Single Ended Standard Vent Side Matches Head Material
1

_ _ _ _ 2 _ _ * * * *

Single Ended Center Vent Side Stainless Steel Only _ _ _ _ 3 _ _ * * * *

Dual Ended Standard Vent End Matches Head Material
1

_ _ _ _ 4 _ _ * * * *

Dual Ended Center Vent End Stainless Steel Only _ _ _ _ 5 _ _ * * * *

Dual Ended Std Vent/Plug Side/End Matches Head Material
1

_ _ _ _ 6 _ _ * * * *

Teflon
®
 or PTFE 

 
(Glass Filled) _ _ _ _ _ A _ * * * *

Standard Static Pressure - 4500 psig (310 bar) except STDW810: 50 psi (3.5 bar) _ _ _ _ _ _S * * * *

High Pressure 6000 psi (415 bar) _ _ _ _ _  _H k k k

Vent Material

f. Gasket 

Measurement 

Range 

METER BODY SELECTIONS

a. Process Wetted  

Heads & 

Diaphragm 

Materials

Process Head Material Diaphragm Material

316 Stainless Steel

b. Fill Fluid

c. Process 

Connection

d. Bolt/Nut 

Materials

e. Vent/Drain

   Type/Location

g. Static Pressure

1Except Carbon Steel Heads shall use 316SS Vent/Drain, Plugs & Adapters w hen required    

316L Stainless Steel

Hastelloy C-276

Availability

Instructions: Make selections from all Tables Key through XIII using column below  the proper arrow.  Asterisk indicates availability. 

Letter (a) refer to restrictions highlighted in the restrictions table. Tables delimited w ith dashes.
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  1 2 3

STDW870

STDW830

          H         L         L       H       H  90o   L STDW820

STDW810

TABLE II   

Standard High Side Left, Low Side Right
2 
/ Std Head Orientation 1 * * * *

Reversed Low Side Left, High Side Right
2
 / Std Head Orientation 2 * * * *

90/Standard High Side Left, Low Side Right
2
 / 90

0
 Head Rotation 3 h h h h

TABLE III

0 * * * *

A * * * *

B * * * *

FM Intrinsically Safe, Non-incendive and Dustproof H * * * *

TABLE IV

Connection

1/2 NPT C _ _ _ _ _ * * * *

M20 D _ _ _ _ _ * * * *

1/2 NPT M _ _ _ _ _ * * * *

M20 N _ _ _ _ _ * * * *

_ A _ _ _ _ * * * *

_ B _ _ _ _ * * * *

_ _ 0 _ _ _ * * * *

_ _ B _ _ _ * * * *

_ _ D _ _ _ * * * *

_ _ _ R _ _ * * * *

_ _ _ M _ _ * * * *

_ _ _ D _ _ * * * *

_ _ _ A _ _ * * * *

None _ _ _ _ 0 _ * * * *

Type N Remote Cable, 1.0 m (required for connection to transmitter) _ _ _ _ 1 _ * * * *

Type N Remote Cable, 3.0 m (required for connection to transmitter) _ _ _ _ 2 _ * * * *

Type N Remote Cable, 10.0 m (required for connection to transmitter) _ _ _ _ 3 _ * * * *

None _ _ _ _ _ 0 * * * *

Surge Diverter and Type N Cable (1.0 m) _ _ _ _ _ 1 * * * *

Surge Diverter and Type N Cable (3.0 m) _ _ _ _ _ 2 * * * *

Surge Diverter and Type N Cable (10.0 m) _ _ _ _ _ 3 * * * *

TABLE V

1 _ _ _ * * * *

Standard Diagnostics plus Anti Alias Filter 3 _ _ _ * * * *

_ CA _ * * * *

_ EU _ * * * *

_ US _ * * * *

Factory Standard _ _ _ S * * * *

Custom Configuration (Unit Data Required from customer) _ _ _ C * * * *
 2 Left side/Right side as view ed from the customer connection perspective
3  NAMUR Output Limits 3.8 - 20.5mAdc can be configured by the customer or select custom configuration Table Vc

Remote Antenna Adapter only, Type N Connection

General Configuration

24 VDC power

e. Remote 

Antenna Cable

Remote Antenna Cable

f. Surge Diverter 

and Cable

Lightning Surge Diverter and Remote Cable 

d. Antennas

Antenna Options

Integral Right-angle, vertical 4 dBi

Remote Omnidirectional, 8 dBi

Remote Directional, 14 dBi

Wireless Protocol 

ISA100 Wireless 2.0 compatible (equivalent OW R300 or newer)

ISA100 Wireless 1.0 compatible (equivalent to OW R2xx)

CONFIGURATION SELECTIONS

b. Output/ Protocol

c. Power

Power Options

Battery Holder Only - No Battery Included

Battery Power - Batteries included

b. Country

Destination Country

Canada

European Union (RED compliant countries includes Australia)

USA and Puerto Rico

Meter Body & Connection Orientation

 Head/Connect          

Orientation

Approvals
c CSA US Explosion proof, Intrinsically Safe, Non-incendive, & Dustproof

ATEX and IEC Ex Explosion proof, Intrinsically Safe, Non-incendive & Dustproof

316 Stainless Steel (Grade CF8M) Standard (no paint)

316 Stainless Steel (Grade CF8M) Standard (no paint)

Agency Approvals (see data sheet for Approval Code Details)

No Approvals Required

Standard Diagnostics

TRANSMITTER ELECTRONICS SELECTIONS

Epoxy Polyester Hybrid Coated Aluminum Standard (Blue / Gray)

Epoxy Polyester Hybrid Coated Aluminum Standard (Blue / Gray)

c. General 

Configuration

a. Electronic 

Housing Material 

& Connection 

Type

Material Paint Color

a. Application 

Software

Diagnostics and Applications
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STDW870

STDW830

STDW820

TABLE VI STDW810

Accuracy

Standard Factory Std Single Calibration  A * * * *

Standard Custom (Unit Data Required) Single Calibration B * * * *

TABLE VII

None None 0 _ _ _ * * * *

Angle Bracket Carbon Steel 1 _ _ _ * * * *

Angle Bracket 316 SS 3 _ _ _ * * * *

Flat Bracket Carbon Steel 5 _ _ _ * * * *

Flat Bracket 316 SS 7 _ _ _ * * * *

No customer tag _ 0 _ _ * * * *

One Wired Stainless Steel Tag (Up to 4 lines 26 char/line) _ 1 _ _ * * * *

Two Wired Stainless Steel Tag (Up to 4 lines 26 char/line) _ 2 _ _ * * * *

No Conduit Plugs or Adapters Required _ _ A0 * * * *

_ _ A2 n n n n

_ _ A6 n n n n

_ _ A7 m m m m

_ _ A8 n n n n

_ _ A9 m m m m

TABLE VIII

None - No additional options 00 * * * *

NACE MR0175; MR0103; ISO15156 (FC33338) Process wetted parts only FG * * * *

NACE MR0175; MR0103; ISO15156 (FC33339) Process wetted and non-wetted parts F7 c c c c

EN10204 Type 3.1 Material Traceability (FC33341) FX * * * *

Certificate of Conformance (F3391) F3 * * * *

Calibration Test Report & Certificate of Conformance (F3399) F1 * * * *

Certificate of Origin (F0195) F5 * * * *

Over-Pressure Leak Test Certificate (1.5X MAWP) (F3392) TP * * * *

Cert Clean for O2 or CL2 service per ASTM G93 OX e e e e

PMI Certification
1

PM * * *

Extended Warranty Additional 1 year 01 * * * *

Extended Warranty Additional 2 years 02 * * * *

Extended Warranty Additional 3 years 03 * * * * b

Extended Warranty Additional 4 years 04 * * * *
Extended Warranty Additional 15 years 15 * * * *

TABLE IX

Factory Factory Identification 00000 * * * *

CALIBRATION & ACCURACY SELECTIONS

OTHER Certifications & Options:  (String in sequence comma delimited (XX, XX, XX,….)

a. Accuracy and 

Calibration

Calibrated Range Calibration Qty

ACCESSORY SELECTIONS

a. Mounting 

    Bracket

Bracket Type Material

b. Customer

     Tag

Customer Tag Type

c. Unassembled 

Conduit

     Plugs &

    Adapters

Unassembled Conduit Plugs & Adapters

1/2 NPT Male to 3/4 NPT Female 316 SS Certified Conduit Adapter 

1/2 NPT 316 SS Certified Conduit Plug 

M20 316 SS Certified Conduit Plug

Minifast
®
 4 pin (1/2 NPT) (not suitable for X-Proof applications)

Minifast
®
 4 pin (M20) (not suitable for X-Proof applications)

Certifications & 

Warranty

b

b

Manufacturing Specials
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MODEL RESTRICTIONS

Table

c 1d

e Ib

m IV a

n IV a

p

b

FIELD INSTALLABLE REPLACEMENT PARTS

1/2 NPT cocket plug (ZN plated CS)

1/2 NPT certified conduit plug (SS)

M20 conduit plug (ZN plated CS)

M20 certified conduit plug (SS)

Lightning surge diverter (order cable separately)

IS battery pack

24 VDC external power module 

Integral right-angle, vertical 4 dBi, aluminum pure polyester

Integral right-angle, vertical 4 dBi, aluminum epoxy-polyester

Integral right-angle, vertical 4 dBi, stainless steel

Remote omnidirectional antenna, 8 dBi

Remote directional antenna, 14 dBi

Remote antenna adapter, Type N connection

Remote cable for antenna or accessories, Type N (1.0m)

Remote cable for antenna or accessories, Type N (3.0m)

Remote cable for antenna or accessories, Type N (10.0m)

Lithium thionyl chloride batteries (Qty 2)

Lithium thionyl chloride batteries (Qty 4)

Lithium thionyl chloride batteries (Qty 10)

PRODUCT MANUALS

All product documentation is available at www.honeywellprocess.com.

50026010-502

50030973-504

50030973-505

50018414-501

50018415-501

50026010-503

50028364-501

50018278-501

50018278-503

50018278-510

50026010-501

50021832-501

50021832-502

50000547-502

50000547-501

50018279-590

Restriction Letter
Available Only with Not Available with

Selection(s) Table Selection(s)

k

Ic _ _ H _ _ _ _

Id _ _ _ S _ _ _

Ie _ _ _ _ 1, 2, 3, 5, 6 _ _

III B- No CRN number available

_ 2 _ _ _ _ _

_ _ _ K _ _ _

h
Ie _ _ _ _ 4, 5, 6_ _

Vlla 1, 3,5,7_ _ _

B, D, N _ _

A, C, M _ _

Select only one option from this group

1
The PM option is available on all Smartline Wireless Pressure Transmitter process wetted parts such as process heads, flanges, bushings and vent plugs except plated 

carbon steel process heads and flanges.  PM option information is also available on diaphragms except Gold plated and STGW and STAW in-line construction pressure 

transmitters.  

50047517-501

50136118-501

50030973-503

Description Part Number

Description Kit Number

SmartLine Wireless Transmitter User's Manual 34-SW-25-01

III B- No CRN number available



 

For more information 

To learn more about SmartLine Transmitters,  
visit www.honeywellprocess.com 

Or contact your Honeywell Account Manager 
 
 

 

Process Solutions 

Honeywell 

 

1250 W Sam Houston Pkwy S 
Houston, USA, TX 77042 
 

 

Honeywell Control Systems Ltd 
Honeywell House, Skimped Hill Lane  
Bracknell, England, RG12 1EB 

 
 
 

 
34-SW-03-01  
October 2018 

2018 Honeywell International Inc. 

Shanghai City Centre, 100 Jungi Road 
Shanghai, China 20061 
 
 
www.honeywellprocess.com 

 

Sales and Service 
For application assistance, current specifications, ordering, pricing, and name of the nearest Authorized Distributor, 
contact one of the offices below.  

 

ASIA PACIFIC 
Honeywell Process Solutions, 

Phone: + 800 12026455 or  
+44 (0) 1202645583 

(TAC) hfs-tac-
support@honeywell.com 

 
Australia 
Honeywell Limited 
Phone: +(61) 7-3846 1255 
FAX: +(61) 7-3840 6481 
Toll Free 1300-36-39-36 
Toll Free Fax: 
1300-36-04-70 
 
China – PRC - Shanghai 
Honeywell China Inc. 
Phone: (86-21) 5257-4568 
Fax: (86-21) 6237-2826 
 
Singapore 
Honeywell Pte Ltd. 
Phone: +(65) 6580 3278 
Fax: +(65) 6445-3033 
 
South Korea 
Honeywell Korea Co Ltd 
Phone: +(822) 799 6114 
Fax: +(822) 792 9015 

 

EMEA 
Honeywell Process Solutions, 

Phone: + 800 12026455 or  
+44 (0) 1202645583 

 

 

Email: (Sales)  

FP-Sales-Apps@Honeywell.com  

or  

(TAC)  

hfs-tac-support@honeywell.com 

 

 

 
 

 

 
 

 

 
 

 

 
 

 

AMERICAS 
Honeywell Process Solutions, 

Phone: (TAC) (800) 423-9883  
or (215) 641-3610 

(Sales) 1-800-343-0228 

 

Email: (Sales)   

FP-Sales-Apps@Honeywell.com 

 or  

(TAC)   

hfs-tac-support@honeywell.com 
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